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THIS DRAWING CONSISTS OF THE FOLLOWING THIRD
PARTY INFORMATION & DRAWINGS;-

Ordnance Survey, (c) Crown Copyright 2015. All rights
reserved. Licence number 10006297

Topographical Survey by Green Hatch, drawing 15541a_OGL,
received via email on 27/07/2017.

THIS DRAWING IS STRICTLY NOT TO BE USED FOR
CONSTRUCTION PURPOSES.

PROPOSED LEVELS SUBJECT TO DESIGN
DEVELOPMENT.

DRAINAGE STRATEGY & RAIN WATER PIPES SUBJECT
TO DESIGN DEVELOPMENT.

TO BE READ IN CONJUNCTION WITH HCD DRAWINGS;

A-PL-001 - SITE LOCATION PLAN
A-PL-002 - EXISTING SITE PLAN
A-PL-003 - PROPOSED SITE PLAN
A-PL-004 - PROPOSED STORE PLAN
A-PL-005 - PROPOSED RETAIL UNIT BUILDING PLAN
A-PL-006 - PROPOSED STORE ROOF PLAN
A-PL-007 - PROPOSED RETAIL UNIT ROOF PLAN
A-PL-008 - PROPOSED STORE ELEVATIONS
A-PL-009 - PROPOSED RETAIL UNIT ELEVATIONS
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A DJW 28/11/2017
Issued for Planning. Red Line Boundaries Updated.

B DJW 03/01/2018
Issued for Planning. Red Line Boundaries Updated to include site access
junction, service road access/ egress junction, top of pedestrian ramp and Tesco
shared site access. Site Boundary area updated.

C DJW 09/04/2018
Bottom landing level on pedestrian ramp changed to suit FRA.

D DJW 06/08/2018
FFL raised to +77.862 following Local Authority comments on flood levels.

P/2018/00530
Received 7/11/2018

REVISED PLAN


